
   O.D.

  O.H.

±2"

ANODE

FITTING
ASME

DATA

LABELS

INSPECTION

OPENING

(SEE NOTE)

INSPECTION

OPENING

(SEE NOTE)

MANHOLE

(SEE NOTE)

INLET
RECIRC.

TEMPERATURE

REGULATOR

THERMOMETER

RELIEF

OUTLET

DRAIN

Wheeler Tank Manufacturing, Inc.
4001 N. 4th Avenue  -  Sioux Falls, SD 57104

Phone: 605-332-2012  -  Fax: 605-332-3222  -  1-800-888-9526

www.wheelertank.com

Note:

ASME stamped vessels 36" Dia.
and smaller require (2) Inspection
Openings. 42" Dia. and larger
require a 12"x16" Manhole.
Vessels with an internal lining
also require a manhole.

HOT WATER STORAGE TANK

(JACKETED)
(VERTICAL)

JACKET I.D.

(TANK O.D. + 4")

2" FIBERGLASS

INSULATION

INSULATED

JACKET

*DRAWING SHOWS GENERAL

 ARRANGEMENT ONLY. ALL

 FITTNG SIZES AND LOCATIONS

 ARE SUBJECT TO CHANGE TO

 MEET CUSTOMER SPECIFICATIONS.
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